— HFS SERIES BROADBAND PASSIVES

B MODELS HFS-2 : HFS-2P : HFS-4 : HFS-4P

MODEL HFS-2 MoDEL HFS-2P MODEL HFS-4 MODEL HFS-4P

FEATURES

5-2150 MHz Performance

The HFS Series broadband splitters are an advanced design

providing the lowestinsertion loss from 5-2150 MHz as well as

Power Passing to One or Both Ports exceptionally high isolation. The series is available with

) ) power to one or all ports for use with second satellite
High Port-to-Port Isolation

receiver systems.

SATELLITE/BROADBAND PASSIVES

MODELS HFS-2D : HFS-3D : HFS-4D

MoDEL HFS-2D MODEL HFS-3D MoODEL HFS-4D

Holland’'s HFS-*D series high frequency splitters have been

15 - 2150 MHz Wideband Operation designed for residential and commercial applications.

Features solder back design offering excellent EMI/RFI

Higher Return Loss
shielding, diode protected circuitry which passes DC power

Ultra-Flat Response from any outputs to inputs, precision machine threaded

. . Fports,and PCB design.
Flat F Ports with 1” Spacing P .

Solder Back Sealed (140 dB RFI Shielding) * POWER PASSING MODELS AVAILABLE



SPECIFICATIONS

SATELLITE/BROADBAND PASSIVES

Insertion Loss 5-40 4.4 45 7.8 8 43 4.5 4.2/8.2 4.5/8.5 8.2 8.5
41 - 900 43 45 18 8 42 4.5 45/9.2 4.8/9.3 9 93
901 - 1750 4.8 5 9 95 5.2 5.3 5.3/10.5 55/108 | 10.5 10.8
1751 - 2150 5 53 10 10.5 53 5.5 55/109 5.9/115 | 10.9 11.2
Isolation 5-40 20 18 24 23 25 22 24 2 27 25
41 - 900 23 19 22 21 27 25 23 22 22 21
901 - 1750 24 20 21 20 2 21 22 21 22 2
1751 - 2150 24 20 21 20 22 21 22 21 22 20
Input Return Loss 5-40 " 8 1" 8 16 15 16 15 16 15
41-900 1l 8 " 8 16 15 16 15 16 15
901 - 1750 " 8 " 8 16 15 16 15 16 15
1751 - 2150 1 8 1 8 16 15 16 15 16 15
Output Return Loss 5-40 n 8 n 8 20 15 16 15 16 15
41-900 1l 8 " 8 20 15 16 15 16 15
901 - 1750 " 8 " 8 18 15 16 15 16 15
1751 - 2150 " 8 " 8 16 15 16 15 16 15
Voltage 30V
Current Rating 750mA




